07-01-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tank_690\0690-01.bor

North Wind

Soil Boring Log: 0690-01

(Page 1 of 2)

Date :09-14-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698144.555 E 756388.077 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© i isp.:
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
0
1 Concrete
E Conc.
1
-] Sandy silty clay (CL), brown, firm, no odor
2 0690-01-50-2
- CL
3
1 Sandy silty clay (CL), very dark brown togrey
2] brown, firm, no odor
. cL
5
63 Sandy silty clay (CL), brown, firm, slightHC 130.4 0690-01-SO-6
1 odor
. cL
7]
1 Sand (SW), fine to coarse grained, dense,
g grey, dry, very slight HC odor, ~10% gravel
. Sw
9]
. 12.1
10
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North Wind

Soil Boring Log: 0690-01

(Page 2 of 2)

Date :09-14-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698144.555 E 756388.077 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
10—
3 sw
11 . .
1 Sand (SW), very fine to coarse grained,
1 dense, grey, very slight HC odor, ~25% gravel
E 9.0
12 water level at 12.08 ft
] wet
13
. Sw
14
15
. 56.
16
1 Total Depth 16 ft
17
18
19

N
o
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North Wind

Soil Boring Log: 0690-02

(Page 1 of 2)

Date :09-14-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698148.738 E 756393.219 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
[} 0 o a
[a) =) O] o
0 - -
1 Sandy silty clay (CL), brown, firm, no odor,
- trace gravel
13 cL
2 0690-02-50-2
1 Sandy silty clay (CL), very dark grey brown,
- firm, slight HC odor
3
47
] CL
5
6 107. 0690-02-SO-6
1 Sandy silty clay (CL), brown, firm, slight HC
— odor
N CL
7
] Silty sand (SM), fine grained, grey brown, SM m “ “ “ “ “ “ HH
—\slight odor b
8— sand (SW), fine to coarse grained, dense,
1 grey, dry, slight HC odor
9_: SW
E 27.5

10
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North Wind

Soil Boring Log: 0690-02

(Page 2 of 2)

Date :09-14-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698148.738 E 756393.219 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI

© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
10 - -

1 Sand (SW), fine to coarse grained, dense,

1 grey, dry, slight HC odor, red brown

-] oxidation/staining locally

N SW
11

1 Sandy gravel (GW), grey, dense, slight odor GW

_1 Sand (SW), fine to coarse grained, dense, ter level at 12.08 ft
12 1 dark grey, moist to wet, slight HC odor, <5% waterieverat 22

- gravel
13
147 SW
15

. p581]
16

1 Total Depth 16 ft
17
18
19

N
o
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North Wind

Soil Boring Log: 0690-03

(Page 1 of 2)

Date :09-15-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698152.493 E 756401.726 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
< a)
[} 0 o =
(@) =) O] o
0
1 Concrete
7 Conc.
1 Sandy silty clay (CL), brown, firm, no odor
] CL
l_
1 Sandy silty clay (CL), dark brown to grey
4 brown, firm, slight HC odor
2 0690-03-50-2
3
B cL
47
5
6 27.9 0690-03-SO-8 (MS/MSD)
7 Sandy silty clay (CL), brown, firm, HC odor
7 CL
7 ; _ . .
7 Sandy silt to silty sand (SM/ML), fine grained, ML/SM ‘ H H H H H H H H H
-\brown, HC odor
~] Sand (SW), fine to coarse grained,
7 dense/hard, brown, dry, HC odor, minor red
8—: brown staining 2.8
N SW
9] grey green staining
. 36.5
10—
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North Wind

Soil Boring Log: 0690-03

(Page 2 of 2)

Date :09-15-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698152.493 E 756401.726 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI

© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
10—
11 sw
12 - - 8.7 water level at ~12 ft

1 Sand (SW), fine to coarse grained,

1 dense/hard, grey, moist to wet, strong HC
13
14 sw
15

] 7844
16

1 Total Depth 16 ft
17
18
19

N
o
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North Wind

Soil Boring Log: 0690-04

(Page 1 of 2)

Date :09-15-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698139.894 E 756391.708 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
0 - -
1 Sandy silty clay (CL), brown, firm, no odor,
- trace gravel
1
B cL
2 0690-04-50-2
. 0690-04-SO-2DUP
3
1 Sandy silty clay (CL), very dark grey, firm,
- slight odor
4]
N CL
5
6 137.1 0690-04-S0-6
7 Sandy silty clay (CL), dark brown, firm, slight
1 HC odor
. cL
7]
] Sandy silty clay (CL), brown, firm, slight HC
- odor CL
g Sand (SW), fine to coarse grained,
1 dense/hard, brown, dry, HC odor, ~10%
- gravel, moderate cementation
9_: SW
E 15.2)
10




07-01-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tank_690\0690-04.bor

North Wind

Soil Boring Log: 0690-04

(Page 2 of 2)

Date :09-15-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698139.894 E 756391.708 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
[} 0 o a
(@) =) O] o
10—
3 sw
11 . .
1 Sand (SW), fine to coarse grained,
1 dense/hard, brown, dry, HC odor, ~10% SW
- gravel, moderate cementation, minor grey
\brown staining SW 4.3
12_: Sand (SW), fine to coarse grained,
J\dense/hard, tan, dry, HC odor, no gravel, well water level at 12.10 ft
J\cemented
—: Sand (SW), fine to coarse grained,
4 dense/hard, brown, dry, HC odor, ~10%
13 ] gravel, moderate cementation, moist at 12 ft
] strong HC odor
147 SW
15
. 92,1
16
1 Total Depth 16 ft
17
18
19

N
o
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North Wind

Soil Boring Log: 0690-05

(Page 1 of 2)

Date :09-15-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698141.793 E 756391.708 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 15 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
0 - - -
1 Sandy silty clay (CL), brown, firm, slight odor,
- trace gravel
1
N CL
2 0690-05-50-2
1 Sandy silty clay (CL), dark grey brown, firm,
3] slight odor
47
] increased odor
> cL
6 4566 0690-05-SO-6 (MS/MSD)
7]
7 Sandy silt to silty sand (ML/SM), fine grained, SM/ML
1 grey, slight HC odor
8— sand (SW), fine to coarse grained,
1 dense/hard, grey, dry, slight HC odor
9_: SW
E 32.3

=
o




07-01-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tank_690\0690-05.bor

North Wind

Soil Boring Log: 0690-05

(Page 2 of 2)

Date :09-15-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698141.793 E 756391.708 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 15 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
10—
] SwW
1 Sand (SW), fine to coarse grained,
1 dense/hard, grey, dry, HC odor, ~15% gravel,
— minor red brown stainin
11 ; 9 SW
B 8.5
1 Sand (SW), fine to coarse grained,
12— dense/hard, grey, moist to wet, HC odor water level at 11.91 ft
7 'ncreasing with depth Note: Total depth is 15 ft below ground
. surface, groundsurface was 1 ft below
7] the tank bottom.
13
] SW
14
. 197.3
15
7 Total Depth 15 ft
16
17
18
19

N
o
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North Wind

Soil Boring Log: 0690-06

(Page 1 of 2)

Date :09-14-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698145.666 E 756404.902 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
0 - -
1 Sandy silty clay (CL), brown, firm, no odor,
- trace gravel
1 CL
2— Sandy silty clay (CL), dark brown, firm, slight 0690-06-SO-2
1 HC odor CL
-] Sandy silty clay (CL), very dark grey, firm, HC
1 odor
3
4]
N CL
5
6 143.¢ 0690-06-SO-6
7— Sandy silty clay (CL), brown, firm, HC odor
b cL
8— Sand (SW), fine to coarse grained, dense,
1 grey, dry, HC odor, red brown staining
9_: SW
E 113.7

=
o
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North Wind

Soil Boring Log: 0690-06

(Page 2 of 2)

Date :09-14-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698145.666 E 756404.902 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
10—
] SW
11
1 Sandy gravel (GW), grey, dense, slight odor GW
1 Sand (SW), fine to coarse grained, dense, 98.7
12— dark grey, moist to wet, slight HC odor, <5% water level at 12.05 ft
4 gravel
13
] SW
14
15
. P654
16
1 Total Depth 16 ft
17
18
19

N
o
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North Wind

Soil Boring Log: 0690-07

(Page 1 of 2)

Date :09-28-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698133.888 E 756394.999 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 20 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
[} 0 o a
[a) =) O] o
0 - -
7 Sandy clayey silt to sandy silty clay (ML/CL),
- brown, firm, trace gravel, no odor 0690-07-SO-2
] 3.5/4
17 ML/CL
2]
7 Sandy silty clay (CL), firm, dark grey brown,
1 HC odor
3
; cL
4]
5
] Sandy silty clay (CL), firm, very dark brown, m
1 HC odor b00.1
6 CL 0690-07-SO-6
1 Sandy silty clay (CL), firm, brown, HC odor
7_
N CL
1 Sand (SW), fine to coarse grained, grey
8— brown, 15% gravel, dense, HC odor,
4 dry/slightly moist
N SW
9 4/4
10 180.4




07-01-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tank_690\0690-07.bor

North Wind

Soil Boring Log: 0690-07

(Page 2 of 2)

Date :09-28-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698133.888 E 756394.999 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 20 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
[} 0 o a
[a) =) O] o
10—
11_: SW
3 80.6
123 Sand (SW), as above, wet
g water level at 12.08 ft
13- 3/4
N SW
14
1 Sand (SP), medium grained, very dark grey, SP
q\dense, HC odor
15— sand (SW), fine to coarse grained, dark grey,
1 5% gravel, dense, HC odor
. 7557
16 sw
17 4/4
-] Sand (SW), as above, no gravel
N SW
18— Sand (SW), fine to coarse grained, dark grey,
1 5% gravel, dense, HC odor
N SW
19
] 15000
7 Sandy silty clay (CL), brown, firm, HC odor cL

20
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North Wind

Soil Boring Log: 0690-08

(Page 1 of 2)

Date :09-14-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698135.918 E 756401.828 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 - -
1 Sandy silty clay (CL), brown, firm, no odor,
- trace gravel
1
E minor dark grey staining
2 ct 0690-08-50-2
3
43 Sandy silty clay (CL), dark grey, firm, slight HC
- odor
N CL
5]
6— Sandy silty clay (CL), dark brown, firm, slight 523.4 0690-08-SO-6
1 HC odor CL
1 Sandy silty clay (CL), brown, firm, slight HC
4 odor
7
N CL
g Sand (SW), fine to coarse grained, dense,
1 grey brown, dry, HC odor, ~30-40% gravel
9_: SW
E 1.39.4

=
o
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North Wind

Soil Boring Log: 0690-08

(Page 2 of 2)

Date :09-14-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698135.918 E 756401.828 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI

= . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
[} 0 o a
[a) =) O] o
10—

] SW
11

B 64.1

1 Sand (SW), fine to coarse grained, dense, SW b654 water level at 11.79 ft
12—\ grey brown, dry, HC odor, ~30-40% gravel

] Total Depth 12 ft
13
14
15
16
17
18
19

N
o
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North Wind

Soil Boring Log: 0690-09

(Page 1 of 2)

Date :09-15-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698139.605 E 756407.916 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
0 - -
1 Sandy silty clay (CL), brown, firm, no odor,
- trace gravel
1
N CL
2 0690-09-50-2
1 Sandy silty clay (CL), dark brown, firm, no
3— odor
N CL
1 Sandy silty clay (CL), very dark grey, firm,
2] slight HC odor
N CL
5
1 Sandy silty clay (CL), very dark grey brown, cL
6— firm, slight HC odor 166.1 0690-08-SO-6
] Sandy silty clay (CL), dark brown, firm, slight CL
\HC odor
] Sandy silty clay (CL), brown, firm, slight HC
7] odor
7 cL
1 Sand (SW), fine to coarse grained, dense,
8—] grey brown, dry, HC odor, ~30-40% gravel
N SW
9]
E 70.8

=
o
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North Wind

Soil Boring Log: 0690-09

(Page 2 of 2)

Date :09-15-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698139.605 E 756407.916 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
10—
11_: SW
B 3.0
123 Sand (SW), fine to coarse grained, dense, water level at 11.91 ft
1 grey brown, moist to wet, slight HC odor,
4 ~30-40% gravel SW
133 Sand (SW), fine to coarse grained, grey,
- strong HC odor, ~15-20% gravel
14
b Sw
15
. P694
16
1 Total Depth 16 ft
17
18
19

N
o
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North Wind

Soil Boring Log: 0690-10

(Page 1 of 3)

Date :09-28-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698151.400 E 756382.329 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 124 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© i isp.:
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 - -
1 Sandy clayey silty to sandy silty clay (ML/CL),
- brown, firm, trace gravel, no odor
1 414
N ML/CL
2]
3
1 Sandy silt (ML), brown, frim, slight HC odor ML
] Sandy silt (ML), grey brown, firm, HC odor,
4 becoming dark grey at ~3.9ft ML
-1 Sand (SW), fine to coarse grained, grey, 3.8/4
1 dense, slight HC odor, moist, 5-10% gravel
5
6 19.7
7]
N SW
8]
] Water Level at 8.65 ft
9 3.5/4
. 50.0

10
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North Wind

Soil Boring Log: 0690-10

(Page 2 of 3)

Date :09-28-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698151.400 E 756382.329 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 124 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
(@) =) O] o
10
1 Sand (SW), as above, trace gravel, very dark SwW
jgarey
- Sand (SP), medium grained, very dark grey, SP
J\dense, HC odor
11— Sand (SW), fine to coarse grained, dense,
] very dark grey, trace gravel, HC odor
. Sw
12
13- .
1 Gravelly sand to sandy gravel (SW/GW), fine SW
-\to very coarse grained, dense, HC odor
—] Sand (SW), fine to coarse grained, very dark
1 grey, dense, trace gravel, HC odor 59.9
14
15 —: groundwater sample
- 0690-10-GW
E 4/4
16
N SW
17
18 B304 3.3/4
19

N
o
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North Wind

Soil Boring Log: 0690-10

(Page 3 of 3)

Date :09-28-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698151.400 E 756382.329 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 124 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI

© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
=%
o) 0 o a
(@) =) O] o
20—
21

. S\ 1.9/4
22
23

1 Sandy silty clay (CL), red brown, HC odor, cL B123
24 plastic, firm

] Total Depth 24ft
25
26
27
28—
29

w
o




07-01-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tank_690\0690-11.bor

North Wind

Soil Boring Log: 0690-11

(Page 1 of 2)

Date :01-27-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698154.456 E 756388.930 Drilling Personnel : E. Maldonado
Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© i isp.:
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
[} 0 o a
[a) =) O] o
0 dy cl il b firm, d
] ng y clayey silt (ML), brown, firm, dry, no 0690-11-SO-2
7 odor 0690-11-SO-2 DUP
l—: ML
b 444
. - - 13
2] Sandy silt (ML), brown, firm, dry, no odor
3 ML
4]
1 Sandy silty gravel (GM), grey, dense, dry, GM
~\slight HC odor
7] Sand (SW), fine to coarse grained, 5-10%
1 gravel, grey, loose, dry, slight HC odor
5 414
6 6.2
N SW
7]
8]
1 Sandy silty gravel (GM), grey, dense, moist, GM 44
\slight HC odor
] Sand (SW), fine to coarse grained, 5-10%
9— gravel, grey, loose, dry, slight HC odor
N SW
E 14.3

=
o
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North Wind

Soil Boring Log: 0690-11

(Page 2 of 2)

Date :01-27-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698154.456 E 756388.930 Drilling Personnel : E. Maldonado
Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o Q <
[} 0 o a
[a) -] O o
10—
3 sw
11 . . 212 0690-11-50-11
1 Sand (SW), fine to coarse grained, 5-10% SW
1\ gravel, grey, dense, dry, slight HC odor, slight
—\cementation sp
1 Sand (SP), fine to medium grained, dark grey, water level at 11.78 ft
123 dense, moist, HC odor, wet at 11.7 ft 73.0
7] Total Depth 12 ft
13
14
15
16
17
18
19

N
o
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North Wind

Soil Boring Log: 0690-12

(Page 1 of 2)

Date :01-27-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698136.904 E 756386.071 Drilling Personnel : E. Maldonado
Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
0 - -
E gggrdy clayey silt (ML), brown, firm, dry, no 0690-12-50-2 (MS/MSD)
b ML 4/4
1 Sandy silt (ML), brown, firm, slightly moist, no
1 odor
E 1.0
2]
7 ML
3
47
1 Silty sandy gravel (GM), coarse grained, GM
—\brown, dense, moist, no odor 44
71 Sand (SW), fine to coarse grained, grey,
5] loose, dry, no odor, ~5-10% gravel
7 slight HC odor
6 5.3
N SW
7]
8]
9] Silty sandy gravel (GM), coarse grained, grey, GM a4
dense, moist, slight HC odor
Sand (SW), fine to coarse grained, grey,
loose, dry, slight HC odor, ~5-10% gravel SW

=
o

8.9
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North Wind

Soil Boring Log: 0690-12

(Page 2 of 2)

Date :01-27-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698136.904 E 756386.071 Drilling Personnel : E. Maldonado
Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
10—
3 SW
-] Sand (SW), fine to coarse grained, grey,
- loose, moist to slightly moist, slight HC odor,
4 ~5-10% gravel
11 °9 Sw 14.7 0690-12-SO-11
: . . ter level at 11.42 ft
-] Sand (SP), fine grained, dark grey, dense, sp waterievela
4 wet, HC odor
121 Sand (SW), fine to coarse grained, dark grey, Sw 23.8
J\loose, HC odor
] Total Depth 12 ft
13
14
15
16
17
18
19

N
o
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North Wind

Soil Boring Log: 0690-13

(Page 1 of 2)

Date :01-27-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698148.685 E 756412.054 Drilling Personnel : E. Maldonado
Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© i isp.:
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
0 - -
1 Sandy clayey silt (ML), brown, very firm, dry, 0690-13-SO-2
1 no odor
13 ML
_: 4/4
E 1.4
2
1 Sandy silt (ML), dark brown, firm, moist, no
— odor
3
. ML
4]
1 Sand (SW), fine to coarse grained, grey, trace
— gravel, loose, dry to slightly moist, slight HC 3.5/4
- odor
5
6 33
= Sw
8]
3 3.5/4
9]
. 19.2
10
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North Wind

Soil Boring Log: 0690-13

(Page 2 of 2)

Date :01-27-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698148.685 E 756412.054 Drilling Personnel : E. Maldonado
Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
[} 0 o a
[a) =) O] o
10—
. sw
] Silty, sandy gravel (GM), grey, dense, moist, GM i
113 slight HC odqr . 24.2 0690-13-S0-11
] Sand (SW), fine to coarse grained, grey, trace SW
1 gravel, loose, moist, slight HC odor
E ai?dsl(izﬁt)’Hrgeg(Ij%T gramed, dark grey. dense, SP water level at 11.73 ft
1 ! SW 89.1
12— sand (SW), fine to coarse grained, grey, trace
T\gravel, loose, wet, slight HC odor
2 Total Depth 12 ft
13
14
15
16
17
18
19

N
o
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North Wind

Soil Boring Log: 0690-14

(Page 1 of 2)

Date :01-27-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698130.750 E 756405.832 Drilling Personnel : E. Maldonado
Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 - -
1 Sandy clayey silt (ML), brown, firm, dry, no 0690-14-SO-2
1 odor
1 3.5/4
N ML
E 1.6
2]
- Sandy silt (ML), brown, firm, moist, no odor ML
1 Sandy silt (ML), dark grey, firm, moist, slight
3— HC odor
. ML
1 Sandy silt (ML), brown, firm, moist, slight HC
4 odor
47 ML
_: 4/4
1 Sandy silt (ML), dark grey, firm, moist, slight
5— HC odor
. ML
1 Silty sandy gravel (GM), coarse grained, grey, GM
6—\dense, moist, slight HC odor 29.4
1 Sand (SW), fine to coarse grained, grey, ~5%
- gravel, loose, dry, slight HC odor
7]
3 sSw
8]
9 3/4
1 Silty sandy gravel (GM), coarse grained, grey, GM [
\dense, moist, slight HC odor
7] Sand (SW), fine to coarse grained, grey, ~5% SW
7 gravel, loose, dry, slight HC odor 10.0

=
o
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North Wind

Soil Boring Log: 0690-14

(Page 2 of 2)

Date :01-27-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 690 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 698130.750 E 756405.832 Drilling Personnel : E. Maldonado
Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . .
) Boring Disp.:
w 0 = g Disp
£ . Lo I o
£ Soil Description A % = REMARKS
< a)
[} 0 o =
(@) =) O] o
10
N SW
- Silty sandy gravel (GM), coarse grained, grey, GM _ [EEHEEEEEREERELELE
-\dense, moist, HC odor
7] Sand (SW), fine to coarse grained, grey, ~5%
11— gravel, loose, dry, slight HC odor SW 0690-14-S0O-11
_: 45.2
12_: ganhci I(—|S(|:D)c;c]|(|c?re grained, grey, dense, wet, . water level at 11.92 ft
1 Sand (SW), fine to coarse grained, grey,
- loose, slight HC odor, trace gravel
13
N SW
14_: - 4/4
1 Sandy silt (ML), grey, firm, wet, HC odor ML HHHHHHHHH‘
1 Clay (CL), red brown, trace sand and gravel,
15 \ ;
q very firm, moist, strong HC odor
b cL
] 183.4
16
1 Total Depth 16 ft
17
18
19

N
o
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